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A. Use existing mast arm and Install video detection camera on tt.
B. Instal!l 24" white heat applied preformed theroplastic pavement marking (Stopline).
C. Instail handhole. ' _
D. Instail 37 polyvinyl chlioride electrical conduit (Schedule 80) (bored).
E. Install 3” polyviny! chloride electrical conduit+ (Schedule 80) (trenched).
Fo Ins?all‘noﬁ~tnvostVe micro loop probe set with 500’ lead in cable.
G. Use existing handhole. | '
H. Use existing conduit.
J. Use existing Mast Arm pole.
K. Use exts+lnq cabinet and controller.
L. Install non-invasive micro ioop probe set with 1000’ lead in cable.

M. Contractor shall relocate sign #17 t+o new location on mast arm and instal | proposed
sign #18 40 sign #17 prior location.

N. Contractor shall itnstall overhead sign as shown.

0. Contractor shall install proposed pavement mdrk!nq as shown.

P. Contractor shall abandon existing handhole. |

@. Contractor shall obqnddn existing conduit.

R. Contractor shall remove existing overhead sign.

'S. Extsflhg overhead electric service to be maintained by Easton Power Company.
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II HARDEE'S 1. The loop detactors and conduit are to be installed prior to the
instal lation of the final pavement and pavement markings.

¢ ﬂ 2. All underground utiit+ies shown on these plans are schematic only and
, gny not be complete. The contractor shall be responsible for notifying
MISS UTILITY” prior to construction so that all utiljties may be |ocated
" in the fleld. If the contractor perceives that a conflict between the ‘
: uttitt+tes and the traffic signal will occur. the contractor shall notify
H the project engineer immediately so that the conflict may be resolved.

” 1 3. AN pavement markings detalled are proposed and are to be installed in
H ' .accordance with SHA standards. Refer to Pavement Marking Plans for
u o additional detaills.

H ' 4. The Contractor shall remove all unused wiring.

INSTALL VIDEQ DETECTION “'% <
8, INSTALL MICRO-PROBES ON US 50
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